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Personal /  Computer Solutions

For the last 10 years, Harman Kardon – along with key computer manufacturers such as Apple, 

Dell, Compaq and Toshiba – has been leading the way in the design and supply of high-quality 

loudspeakers for use in multimedia-rich computer systems. Today, our expertise has been 

applied to products we’ve designed for use with your own computer and for other multimedia 

devices, including the iPod. It all began with the SoundSticks® system, now part of the 

permanent collection of New York City’s Museum of Modern Art. Our award-winning loudspeaker 

systems are also on display at your local retailer, where you can pick up a piece of design 

history for yourself.
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Harman Kardon GLA-55
Two-Piece Speaker System

No desktop audio system has merged art and science so beautifully and so functionally as the GLA-55. Every detail, from the facets of 

its bass-reflex enclosures to its custom chrome tubing, has been designed to complement its astonishingly high sonic quality. From the 

powerful bass of its Atlas™ woofers to the crystal-clear highs of the aluminum tweeters to its touch-sensitive volume controls, the GLA-55 

system is audio luxury defined. It’s also extremely versatile and can be used with a computer, iPod or virtually any audio device with a 

3.5mm output.

iPod not included

 MULT IMEDIA
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SoundSticks® II
Self-Powered Satellite  
Speakers and Subwoofer System

Clearly superior. An awesome 15cm, 20-watt powered subwoofer. Eight 

3cm full-range transducers. Plug-and-play compatibility with virtually any 

multimedia device. And a museum-honored design that perfectly matches 

the clarity of the sound. The Harman Kardon SoundSticks system brings a 

new level of excitement to music, games and movies – and looks 

spectacular doing it. 

Harman Kardon Go + Play™

High-Performance Portable Loudspeaker Dock  
for iPod

Understated, sublimely functional industrial design. Unsurpassed 

performance and ease of use. From its flat iPod cradle and smart radio-

frequency remote control to its arching stainless-steel handle, this is the 

loudspeaker dock that only Harman Kardon engineers could build.  

It delivers tight, accurate bass from high-excursion low-frequency drivers. 

Just as important, its highs are distinct and crystal clear. And it charges the 

latest generation of iPod models. The Harman Kardon Go + Play™ 

loudspeaker dock is AC- or battery-operated, so it will go anywhere your 

iPod or other music player goes – and make your favorite music sound 

great when it arrives.

PERSONAL /  COMPUTER

iPod not included
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Model	 HS 350	 HS 250	 HS 200 / HS 200WQ
Description	 5.1-channel integrated home-theater system	 2.1-channel integrated home-theater system	 2.1-channel integrated home-theater system
Multichannel Power	 35W x 5  	 65W x 2	 65W x 2
Speaker System	 HKTS 11	 HKTS 2	 HKTS 2
Surround Formats	 DTS,® Dolby® Digital, Dolby Pro Logic® II, Logic 7®	 Dolby® Virtual Speaker	 Dolby® Virtual Speaker
DVD Player	 Progressive scan	 Progressive scan	 Progressive scan
External Audio Connection	 Tape in/out	 Tape in/out	 Tape in/out
Digital Audio Inputs (Coax/Optical)	 1/1	 1/1	 1/1
USB Input (Side/Rear)	 1/1	 1/1	 1/1
Video Outputs	 HDMI,™ composite, S, component, SCART	 HDMI,™ composite, S, component, SCART	 HDMI,™ composite, S, component, SCART
Video Formats	 DVD, DVD-R/RW, DVD+R/RW, VCD, SVCD, DivX®	 DVD, DVD-R/RW, DVD+R/RW, VCD, SVCD, DivX®	 DVD, DVD-R/RW, DVD+R/RW, VCD, SVCD, DivX®

Audio Formats	 DVD-Audio, CD, CD-R/RW, MP3, WMA1	 DVD-Audio, CD, CD-R/RW, MP3, WMA1	 CD, CD-R/RW, MP3, WMA1

Compressed-Audio Bit Rates	 MP3: 32 kbps – 320 kbps	 MP3: 32 kbps – 320 kbps	 MP3: 32 kbps – 320 kbps 
	 WMA1: 16 kbps – 192 kbps	 WMA1: 16 kbps – 192 kbps	 WMA1: 16 kbps – 192 kbps
DMP The Bridge Input	Y es	Y es (The Bridge included)	 No
EzSet® Capability	 EzSet/EQ	 No	 No
Still-Image Formats	 JPEG	 JPEG 	 JPEG
JPEG Resolution	 5 megapixels, 5MB file size	 5 megapixels, 5MB file size	 5 megapixels, 5MB file size
Still-Image Rotation	 90° increments	 90° increments	 90° increments
Upscaling	 720p and 1080i	 720p and 1080i	 720p and 1080i
Tuner	 FM RDS, 30 presets	 FM RDS, 30 presets	 FM RDS, 30 presets
Test Screen	Y es	Y es	Y es
Fast Play	 2x, 4x, 16x, 100x	 2x, 4x, 16x, 100x	 2x, 4x, 16x, 100x
Slow Play	 1/2x, 1/4x, 1/8x, 1/16x	 1/2x, 1/4x, 1/8x, 1/16x	 1/2x, 1/4x, 1/8x, 1/16x
Random Play	Y es, within CD	Y es, within CD	Y es, within CD
Repeat Play	 1 track, 1 disc, A/B2	 1 track, 1 disc, A/B2	 1 track, 1 disc, A/B2

Remote	S ystem remote	S ystem remote 	S ystem remote
Dimensions (H x W x D)	 90mm x 350mm x 325mm	 80mm x 350mm x 325mm	 80mm x 350mm x 325mm
Weight (Excluding Speaker System)	 7.5kg	 6.7kg	 6.7kg
1 Windows Media® Audio (WMA) is a proprietary file format developed by Microsoft. 
2 A/B Repeat Play is available for DVDs, CDs and VCDs only.

 SPEC IF ICAT IONS
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AT HOME

Model	 AVR 760	 AVR 660	 AVR 460	 AVR 360	 AVR 260
Description	 7.2-channel AVR	 7.1-channel AVR	 7.1-channel AVR	 7.1-channel AVR	 7.1-channel AVR
Stereo Power (FTC)	 100 x 2	 90 x 2	 80 x 2	 65 x 2	 65 x 2
Multichannel Power (FTC)	 85 x 7*	 75 x 7*	 60 x 7*	 55 x 7*	 50 x 7*
Amplifier Type	 High-current	 High-current	 High-current	 High-current	 High-current 
	 ±60 amps	 ±50 amps	 ±35 amps	 ±35 amps	 ±35 amps
THD @ Impedance	 0.07% @ 8 ohms	 0.07% @ 8 ohms	 0.07% @ 8 ohms	 0.07% @ 8 ohms	 0.07% @ 8 ohms
Bandwidth	 20Hz – 20kHz	 20Hz – 20kHz	 20Hz – 20kHz	 20Hz – 20kHz	 20Hz – 20kHz
Bandwidth @ 1W (+0dB/–3dB)	 10Hz – 130kHz	 10Hz – 130kHz	 10Hz – 130kHz	 10Hz – 130kHz	 10Hz – 130kHz
Signal-to-Noise Ratio (IHF-A)	 100dB	 100dB	 100dB	 100dB	 100dB
Power Supply	 Independent front & rear	 Independent front & rear	 Independent front & rear	 Independent front & rear	 Independent front & rear
Dolby® Digital Plus	Y es	Y es	Y es	Y es	Y es
Dolby TrueHD	Y es	Y es	Y es	Y es	Y es
Dolby Digital 	 Dolby Digital EX	 Dolby Digital EX	 Dolby Digital EX	 Dolby Digital EX	 Dolby Digital EX
Dolby Pro Logic® II	 Pro Logic IIx	 Pro Logic IIx	 Pro Logic IIx	 Pro Logic IIx	 Pro Logic IIx
Dolby Volume	Y es	Y es	Y es	Y es	 No
Virtual Speaker	Y es	Y es	 Harman virtual speaker	 Harman virtual speaker	 Dolby Virtual Speaker
DTS-HD ™/DTS-HD Master Audio™	Y es / Yes	Y es / Yes	Y es / Yes	Y es / Yes	Y es / Yes
DTS® 5.1	Y es	Y es	Y es	Y es	Y es
DTS-ES® 6.1 Discrete & Matrix	Y es	Y es	Y es	Y es	Y es
DTS 96/24™	Y es	Y es	Y es	Y es	Y es
DTS Neo:6®	Y es	Y es	Y es	Y es	Y es
Logic 7® Processing	Y es	Y es	Y es	Y es	Y es
Headphone Modes	 2-channel Dolby HP	 2-channel Dolby HP	 2-channel Harman HP	 2-channel Harman HP	 2-channel, Dolby HP
Multizone Capability	 Audio/video, with remote	 Audio, with remote	 Audio, with remote	 Audio	 Audio
Assignable Rear-Channel Amplifiers	Y es	Y es	Y es	Y es	Y es
A-BUS/Ready™	Y es	Y es	Y es	 No	 No
EzSet® Capability	 EzSet/EQ™ II	 EzSet/EQ™	 EzSet/EQ™	 EzSet/EQ™	 EzSet/EQ™

S-Video/Composite Video Inputs	 4/4	 4/4	 0/4	 0/4	 4/4
Analog Audio Inputs	 6	 6	 6	 6	 6  
Digital Audio Inputs 	 Rear panel 3/3	 Rear panel 3/3	 Rear panel 2/2	 Rear panel 2/2	 Rear panel 2/2 
(Coax/Optical)	 Front panel 1/1	 Front panel 1/1	 Front panel 1/1	 Front panel 1/1	 Front panel 1/1
Digital Audio Outputs (Coax/Optical)	 Rear panel 1/1	 Rear panel 1/1	 Rear panel 1/1	 Rear panel 1/1	 Rear panel 1/1
USB Port1	Y es	Y es	 For software update	 For software update	 No
Ethernet Input	Y es	Y es	 No	 No	 No
Digital Input Polling	 All video inputs	 All video inputs	 All video inputs	 All video inputs	 All video inputs
Direct Audio Inputs	 7.1 with bass management	 7.1	 7.1	 7.1	 7.1
iPod Connectivity	 The Bridge II	 The Bridge II	 The Bridge III	 The Bridge III	 Aux input
HDMI™ Inputs/Output	 4/1	 4/1	 4/1	 4/1	 3/1
HDMI Type	 1.3a	 1.3a	 1.3a	 1.3a	 1.3a
Preamp Outputs	 7.2 channels	 7.1 channels	 7.1 channels	S ubwoofer	S ubwoofer
Component Video Inputs (Assignable)	 3 @ 100MHz	 3 @ 100MHz	 3 @ 50MHz	 3 @ 50MHz	 3 @ 50MHz
Bass Management	 Quad crossover	 Quad crossover	 Quad crossover	 Quad crossover	 Quad crossover
On-Screen Display	Y es, on HDMI and component 	Y es, on HDMI and component 	Y es, on HDMI and component 	Y es, on HDMI and component 	Y es, on HDMI and component
Input Titling	 All inputs	 All inputs	 All inputs	 All inputs	 All inputs
DSP Processor	 Dual TI DA 710 	 Dual TI DA 710 	 Cirrus® CS 49700	 Cirrus® CS 49700	 Cirrus® CS 49700
Output DACs	 192kHz/24-bit	 192kHz/24-bit	 192kHz/24-bit	 192kHz/24-bit	 192kHz/24-bit
Video Processing/Conversion	 Faroudja DCDi Cinema™	 Faroudja DCDi Cinema™	 Faroudja DCDi Cinema™ 	 Faroudja DCDi Cinema™	 Faroudja DCDi Cinema™ 
	 scaling to 1080p	 scaling to 1080p	 scaling to 1080p	 scaling to 1080p	 scaling to 1080p
High-Resolution GUI	Y es	Y es	Y es	Y es	Y es
A/V Sync Delay per Input	 200 mS	 200 mS	 180 mS	 180 mS	 180 mS
IEC Detachable Power Cord	Y es	Y es	Y es	 No	 No
System Remote	 8-device, backlit, learning	 8-device, backlit, learning  	 8-device, learning 	 7-device, preprogrammed	 7-device, preprogrammed 
	 & preprogrammed	 & preprogrammed  	 & preprogrammed  		
IR-In/Out Jacks	Y es	Y es	Y es	Y es	Y es
IR Carrier Output	Y es	Y es	Y es	 No	 No
Discrete Remote On/Off Codes	Y es	Y es	Y es	Y es	Y es
Low-Voltage Trigger Jacks	 2	 2	 No	 No	 No
External Data Port	US B and RS-232	US B and RS-232	 No	 No	 No
Speaker Terminals	 All-metal color-coded binding posts	 Color-coded binding posts	 Color-coded binding posts	 Color-coded binding posts	 Color-coded binding posts
Dimensions (H x W x D)	 165mm x 440mm x 426mm	 165mm x 440mm x 426mm  	 165mm x 440mm x 382mm	 165mm x 440mm x 382mm	 165mm x 440mm x 382mm
Weight	 23.6kg	 18.6kg	 14.4kg	 14.0kg	 14.0kg
1 USB port is compatible only with PCs running either Microsoft® Windows® 2000 with Service Pack 4 or higher or Windows XP with Service Pack 1 or higher. 
*  All channels operating at full power.
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Model	 AVR 355	 AVR 255	 AVR 160	 AVR 155
Description	 7.1-channel AVR	 7.1-channel AVR	 7.1-channel AVR	 5.1-channel AVR
Stereo Power (FTC)	 70 x 2	 65 x 2	 40 x 2	 50 x 2
Multichannel Power (FTC)	 65 x 7*	 50 x 7*	 35 x 7*	 40 x 5*
Amplifier Type	 High-current	 High-current	 High-current	 High-current 
	 ±35 amps	 ±35 amps	 ±25 amps	 ±25 amps
THD @ Impedance	 0.07% @ 8 ohms	 0.07% @ 8 ohms	 0.07% @ 8 ohms	 0.07% @ 8 ohms
Bandwidth	 20Hz – 20kHz	 20Hz – 20kHz	 20Hz – 20kHz 	 20Hz – 20kHz
Bandwidth @ 1W (+0dB/–3dB)	 10Hz – 130kHz	 10Hz – 130kHz	 10Hz – 130kHz	 10Hz – 130kHz
Signal-to-Noise Ratio (IHF-A)	 100dB	 100dB	 100dB	 100dB
Power Supply	 Independent front & rear	 Independent front & rear	 Independent front & rear	 Independent front & rear
Dolby® Digital Plus	 Yes	 Yes	 Yes	 No
Dolby TrueHD	 Yes	 Yes	 Yes	 No
Dolby Digital 	 Dolby Digital EX	 Dolby Digital EX	 Dolby Digital EX	 Dolby Digital
Dolby Pro Logic® II	 Pro Logic IIx	 Pro Logic IIx	 Pro Logic IIx	 Pro Logic II
Dolby Volume	 No	 No	 No	 No
Virtual Speaker	 Dolby virtual speaker	 Dolby virtual speaker	 Harman virtual speaker	 Dolby virtual speaker
DTS-HD ™/DTS-HD Master Audio™	 Yes / Yes	 Yes / Yes	 Yes / Yes	 No / No
DTS® 5.1	 Yes	 Yes	 Yes	 Yes
DTS-ES® 6.1 Discrete & Matrix	 Yes	 Yes	 Yes	 Yes
DTS 96/24™	 Yes	 Yes	 Yes	 Yes
DTS Neo:6®	 Yes	 Yes	 Yes	 Yes
Logic 7® Processing	 Yes	 Yes	 Yes	 Yes
Headphone Modes	 2-channel, Dolby HP	 2-channel, Dolby HP	 2-channel, Harman HP 	 2-channel, Dolby HP
Multizone Capability	 Audio, with remote	 Audio	 No	 No
Assignable Rear-Channel Amplifiers	 Yes	 Yes	 No	 No
A-BUS/Ready™	 Yes	 No	 No	 No
EzSet® Capability	 EzSet/EQ™	 EzSet/EQ™	 EzSet/EQ™	 EzSet/EQ™

S-Video/Composite Video Inputs	 0/4	 0/4	 0/4	 0/4
Analog Audio Inputs	 6	 6	 6	 6
Digital Audio Inputs 	 Rear panel 2/2	 Rear panel 2/2	 Rear panel 2/2	 Rear panel 2/2 
(Coax/Optical)	 Front panel 1/1	 Front panel 1/1	 Front panel 1/1	 Front panel 1/1
Digital Audio Outputs (Coax/Optical)	 Rear panel 1/1	 Rear panel 1/1	 Rear panel 1/0 	 Rear panel 1/0
USB Port1	 No	 No	 For software update	 No
Ethernet Input	 No	 No	 No	 No
Digital Input Polling	 All video inputs	 All video inputs	 All video inputs	 All video inputs
Direct Audio Inputs	 7.1	 7.1	 7.1	 5.1
iPod Connectivity	 Yes	 No	 Aux input	 No
HDMI™ Inputs/Output	 3/1	 3/1	 3/1	 3/1
HDMI Type	 1.3a with audio/video processing	 1.3a with audio/video processing	 1.3a Switching	 1.3a Switching
Preamp Outputs	 7.1 Channels	 7.1 Channels	 Subwoofer	 Subwoofer
Component Video Inputs (Assignable)	 3 @ 100MHz	 3 @ 100MHz	 2 @ 50MHz	 2 @ 100MHz
Bass Management	 Quad crossover	 Quad crossover	 Quad crossover	 Triple crossover
On-Screen Display	 Yes, on HDMI and component 	 Yes, on HDMI and component 	 Yes	 Yes
Input Titling	 All inputs	 All inputs	 All inputs	 All inputs
DSP Processor	 Cirrus® CS 49700	 Cirrus® CS 49700	 Cirrus® CS 49700	 Cirrus® CS 49510
Output DACs	 192kHz/24-bit	 192kHz/24-bit	 192kHz/24-bit	 192kHz/24-bit
Video Processing/Conversion	 Faroudja DCDi Cinema™ 	 Faroudja DCDi Cinema™	 No	 No 
	 scaling to 1080p	 scaling to 1080p		
High-Resolution GUI	 Yes	 Yes	 No	 No
A/V Sync Delay per Input	 180 mS	 180 mS	 80 mS	 80 mS
IEC Detachable Power Cord	 Yes	 No	 No	 No
System Remote	 7-device, preprogrammed	 6-device, preprogrammed	 6-device, preprogrammed	 6-device, preprogrammed
IR-In/Out Jacks	 Yes	 No	 Yes	 No
IR Carrier Output	 Yes	 No	 No	 No
Discrete Remote On/Off Codes	 Yes	 Yes	 Yes	 Yes
Low-Voltage Trigger Jacks	 No	 No	 No	 No
External Data Port	 No	 No	 No	 No
Speaker Terminals	 Color-coded binding posts	 Color-coded binding posts	 Color-coded binding posts	 Color-coded binding posts
Dimensions (H x W x D)	 151mm x 440mm x 351mm	 151mm x 440mm x 351mm	 165mm x 440mm x 460mm 	 151mm x 440mm x 351mm
Weight	 14.4kg	 13.6kg	 9.1kg	 11.1kg
1 USB port is compatible only with PCs running either Microsoft® Windows® 2000 with Service Pack 4 or higher or Windows XP with Service Pack 1 or higher. 
*  All channels operating at full power.
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AT HOME

 SPEC IF ICAT IONS

Model	 DVD 49	 DVD 39	 DVD 29
Description	 DVD audio/video player	 Progressive-scan DVD player	 Progressive-scan DVD player 
	 with SACD™ and HDMI™	 with HDMI™	
Video Formats	 DVD, DVD-R/RW, DVD+R/RW, VCD	 DVD, DVD-R/RW, DVD+R/RW, VCD	 DVD, DVD-R/RW, DVD+R/RW, VCD
Audio Formats	 DVD-Audio, SACD,™ CD, CD-R/RW, MP3, WMA1	 DVD-Audio, CD, CD-R/RW, MP3, WMA1	 DVD-Audio, CD CD-R/RW, MP3, WMA1

HDMI™ Output	Y es, HDMI 1.2a	Y es, HDMI 1.2a	Y es, HDMI 1.1
Still-Image Formats	 JPEG, Kodak® Picture CD	 JPEG, Kodak® Picture CD	 JPEG, Kodak® Picture CD
USB Capability	 Read, Front Panel	 No	 No
Card Types Accepted	 Read, CF, Memory Stick, SD, MMC	 No	 No
DivX	Y es	Y es	Y es
Audio DACs	 192kHz/24-bit	 192kHz/24-bit	 192kHz/24-bit
Video DACs	 27MHz - 54MHz/10-bit	 27MHz - 54MHz/10-bit	 27MHz - 54MHz/10-bit
Video Outputs	 480i, 480p, 576i, 576p, 720p, 1080p	 480i, 480p, 576i, 576p, 720p, 1080p	 480i, 480p, 576i, 576p, 720p
Video Test Screen	Y es	Y es	Y es
Video-Off Mode	Y es	Y es	Y es
Screen Saver	Y es	Y es	Y es
Compressed-Audio Bit Rates	 MP3: 32 kbps - 320 kbps, WMA1: 64 kbps - 320 kbps 	 MP3: 32 kbps - 320 kbps, WMA1: 64 kbps - 320 kbps	 MP3: 32 kbps - 320 kbps, WMA1: 64 kbps - 320 kbps
JPEG Resolution	 5 Megapixels, 5MB file size	 5 Megapixels, 5MB file size	 5 Megapixels, 5MB file size
Disc-Recognition Memory	 DVD-Video: 100 discs, MP3/WMA1: 5 discs	 DVD-Video: 100 discs, MP3/WMA1: 5 discs	 DVD-Video: 100 discs, MP3/WMA1: 5 discs
Still-Image Rotation 	 90-degree increments	 90-degree increments	 90-degree increments
Slow-Play Forward	 1/2x, 1/4x, 1/8x, 1/16x	 1/2x, 1/4x, 1/8x, 1/16x	 1/2x, 1/4x, 1/8x, 1/16x
Slow-Play Reverse	 1/2x, 1/4x	 1/2x, 1/4x	 1/2x, 1/4x
Fast Play	 2x, 4x, 8x, 20x, 100x	 2x, 4x, 8x, 20x, 100x	 2x, 4x, 8x, 20x, 100x
Random Play	 CDs only	 CDs only	 CDs only
Repeat Play	 Disc, track, A/B2	 Disc, track, A/B2	 Disc, track, A/B2

Programmed Play	 CDs only	 CDs only	 CDs only
Digital Audio Outputs	 Coax, optical, HDMI 1.2	 Coax, optical, HDMI 1.2	 Coax, optical, HDMI 1.1
Remote	 Backlit	 Backlit	 Backlit
IR-In/Out Jacks	Y es	Y es	Y es
Dimensions (H x W x D)	 51mm x 440mm x 286mm	 51mm x 440mm x 286mm	 51mm x 440mm x 286mm
Weight	 4.0kg	 4.0kg	 4.0kg
1 Windows Media® Audio (WMA) is a proprietary file format developed by Microsoft.
2 A/B Repeat Play is available for DVDs, CDs and VCDs only.

Model 	 BDP 10 
Description 	 Profile 2.0 Blu-ray Disc™ player
Video Formats 	 BD-Video, DVD, DVD-R/RW, DVD+R/RW, CD, CD-R/RW, MP3
Audio Formats 	 Dolby® TrueHD, Dolby Digital Plus, Dolby Digital, DTS-HD Master Audio™, LPCM, MPEG-1 and 2, MP3, Windows Media® 9
HDMI Output 	 HDMI™ v/1.3a with x.v. Color™, Dolby TrueHD, DTS-HD Master Audio and PCM up to 7.1 channels
Still-Image Formats 	 JPEG
USB Capability	 Read, front panel
Audio DACs	 192kHz/24 bit
Video DACs	U p to 148.25 MHz, depending on disc and output resolution
Video Output	 480i, 480p, 576i, 576p, 720p, 1080i, 1080/24,50,60p
Screen Saver 	Y es
Compressed Audio Bit Rates 	 MP3: 32 kbps - 320 kbps, WMA: 64 kbps - 320 kbps
JPEG Resolution	U p to 10 megapixels. Maximium file size: 5MB
Disc-Recognition Memory	Y es
Still-Image Rotation 	 90 degree rotation
Slow Play 	 1/2x, 1/4x, 1/8x
Fast Play	 2x, 4x, 8x, 16x, 32x, 64x, 128x
Random Play	 MP3 only
Repeat Play 	 A/B, DVD: Chapter/Title, CD: Track/All, MP3: track/folder, WMA: Playlist
Digital Audio Outputs 	 Optical, coax, HDMI 1.3a
Remote 	 Backlit
IR-in/out jacks	Y es
Dimensions (H x W x D) 	 66mm x 440mm x 352mm
Weight 	 3.7kg
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Model	 The Bridge ll	 The Bridge llI
Description	 Docking station for iPod	 Docking station for iPod/iPhone/iPhone 3G
iPod Requirements	 iPod with docking connector	 iPod with docking connector
iPod Compatibility	 Compatible with most docking iPod models, 4G and later	 Compatible with most docking iPod models, 4G and later
Receiver Requirements	 Harman Kardon® AVR with The Bridge or The Bridge II connector; 	 Harman Kardon® AVR 360, AVR 460
	 includes AVR x40, AVR x45, AVR x47, AVR x55, AVR 660, AVR 760
Dimensions (H x W x D)	 30mm x 114mm x 114mm	 30mm x 114mm x 114mm
Weight	 167g		 167g

Model	 MS 100
Description	 High-performance audio system
Drivers	 2-Way, 127mm (5") amplified stereo speakers
Power	 2 x 30W
Frequency Response	 57Hz - 20kHz
Audio Formats	 CD, CD-R, CD-RW, enhanced CD, MP3,  
	 and WMA playback
MP3 Playback	Y es
WMA Playback	Y es 
Audio Inputs	U niversal iPod dock1

	 Front-panel stereo mini-jack 
	 Front-panel stereo mini-jack for line-level  
	 or optical-digital audio
	 Rear-panel dual RCA jacks (line-level)
Video Outputs	 Composite and S-video outputs2

Headphone Output	Y es, front panel
Subwoofer Output	Y es
Tuner	 FM stereo with RDS, 6 presets 
Frequency Range	 87.5 - 108MHz
Clock with Alarm	Y es   
and Memory Backup
Signal-to-Noise Ratio	 75dBA  
(A-Weighted)
Line-Level Output	 2.0V RMS
System Remote	Y es
Dimensions (H x W x D)	 252mm x 488mm x 194mm
Weight	 8.2kg 
1 Compatible with most iPod models, 4G and later (iPod not included), with video output available 
	 when used with photo- and video-capable iPod models that support video browsing
2 For use with photo- and video-capable iPod models that support video browsing

Model	 ABH 4000		  ABH 4
Description 	 4-zone/eight-room A-BUS® expansion hub		  Four-room A-BUS® expansion hub
System Requirements 	 AB 1, AB 2 or other compatible A-BUS modules, Harman Kardon®	 AB 1 or other compatible A-BUS modules, Harman Kardon® A-BUS/Ready 
	 A-BUS/Ready™ receiver or any source device with standard analog L/R outputs	 receiver or any source device with standard analog L/R outputs
Dimensions (H x W x D) 	 ABH 4000: 105mm x 240mm x 38mm		  ABH 4: 84mm x 183mm x 30mm 
	 Power supply: 37mm x 151mm x 71mm		  Power supply: 37mm x 151mm x 71mm
Weight 	 ABH 4000: 0.65kg; power supply: 0.45kg		  ABH 4: 0.4kg; power supply: 0.45kg

Model	 AB 1	 AB 2
Description	 A-BUS/Ready in-wall module 	 Amplified in-wall module with onboard 
	 with built-in amplifier	 controls for A-BUS applications
System Requirements	 Any Harman Kardon® A-BUS/Ready	 Any Harman Kardon® A-BUS/Ready 
	 receiver or any receiver or source product 	 receiver or any receiver or source product 
	 connected to an ABH 4 or ABH 4000. 	 connected to an ABH 4000. Connections 
	 Connections via Cat. 5/5e cable. 	 via Cat. 5/5e cable. Use with 6-ohm or 
	U se with 6-ohm or 8-ohm speakers with 	 8-ohm speakers with sensitivity >88dB. 
	 sensitivity >88dB. Includes IR sensor for 	 Includes IR sensor for pass-through 
	 pass-through of remote commands.	 of remote commands.
Dimensions (H x W x D)	 108mm x 44mm x 57mm	 108mm x 44mm x 57mm
Weight	 0.11kg	 0.15kg

Model	 HE 1000
Description	 External infrared remote sensor
System Requirements	 Harman Kardon® or compatible products with “IR Remote-In” jack
Includes	 Power supply, connecting block, connecting cable
Dimensions (H x W x D)	 25mm x 84mm x 59mm
Weight	 162g

 SPEC IF ICAT IONS

Model	 MAS 100	 MAS 110
Description	 Compact music system	 Compact music system
Speaker System	 Dedicated to MAS: “MAS Speakers”	 Dedicated to MAS: “MAS Speakers”
Power	 2 x 65W	 2 x 65W
Frequency Response	 20Hz - 20kHz	 20Hz - 20kHz
Audio Formats	 CD, CD-R, CD-RW, enhanced CD, MP3, 	 CD, CD-R, CD-RW, enhanced CD, MP3,  
	 and WMA playback	 and WMA playback
MP3 Playback	Y es	Y es
WMA Playback	Y es	Y es
Analog Audio Inputs	 2	 2
Digital Audio Inputs	 2/2	 2/2 
(coaxial/optical)
Phono Input (MM)	 1	 1
USB Input (side/rear)	 1/1	 1/1
Auxiliary Input	 1 (stereo mini-jack)	 1 (stereo mini-jack)
Headphone Output	Y es, side panel	Y es, side panel
Tuner	 FM stereo with RDS, 30 presets 	 FM stereo with RDS, 30 presets
DAB/DAB+	 No	Y es
Frequency Range	 87.5 - 108MHz	 87.5 - 108MHz
Clock with Alarm	Y es, dual alarm 	Y es, dual alarm 
and Memory Backup
Signal-to-Noise Ratio	 98dBA	 98dBA  
(A-Weighted)
Line-Level Output	 2.0V RMS	 2.0V RMS
System Remote	Y es	Y es
Dimensions Electronics 	 80mm x 240mm x 240mm (2x)	 80mm x 240mm x 240mm (2x) 
(H x W x D)	
Dimensions Speakers 	 270mm x 180mm x 185mm	 270mm x 180mm x 185mm 
(H x W x D)	
Weight Electronics	 2.0kg + 2.6kg	 2.0kg + 2.6kg
Weight Speakers	 5kg each	 5kg each
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Model	 TU 980
Description	 Dual-band DAB tuner
DAB Section	 Frequency Range	 Band III: 174MHz – 240MHz
		  Band L: 1452MHz – 1492MHz
	 Input Sensitivity	 –87dBm
	 Output Level	 1V (–20dBm)
	S ignal-to-Noise Ratio	 95dB
	 Total Harmonic Distortion	 0.005%
	S tereo Separation	 88dB
FM Section	 Frequency Range	 87.5MHz – 108MHz
	S ignal-to-Noise Ratio Mono/Stereo	 71/65dB
	 Distortion Mono/Stereo	 0.25/0.4%
AM Section	 Frequency Range	 522kHz – 1620kHz
	S ignal-to-Noise Ratio Mono/Stereo	 0.05/0.18%
	 Distortion Mono	 0.15%
	 Power Requirement	 AC 220 – 240V/50Hz
	 Power Consumption (Watts)	 12W max
	 Dimensions (H x W x D)	 63mm x 440mm x 334mm
	 Weight	 3.4kg

Model	 HK 990	 HK 980
Description	 Integrated amplifier 	 Integrated amplifier  
Power (FTC)1	 2 x 150W @ 8 ohms / 	 2 x 80W @ 8 ohms / 	
	 2 x 300W @ 4 ohms  	 2 x 100W @ 4 ohms  
HCC (Amps)	 ±200	 ±80  
Ultrawide Bandwidth @ 1W 	 10Hz – 170kHz	 10Hz – 170kHz 
(+0, –3dB)
Discrete Amplifier Output Devices	Y es	Y es
Signal-to-Noise Ratio IHF-A (–3dB)	 109dB	 109dB
EzSet® Capability 	 EzSet/EQ™, 2.2-channel  	 No 
Audio Inputs  	 8  	 6
Tape Monitor Loop	Y es	Y es  
Phono Input  	Y es, MM and MC	Y es, MM  
Digital Audio Inputs (coax/optical)	 Rear-panel 2/2	 No
Processor Input	Y es, 2.2-channel	 No
Balanced XLR Inputs	Y es	 No
HRS-Link	Y es	 No
Digital Audio Output (coax/optical)	 Rear-panel 1/0	 No
Preamp Outputs	Y es	Y es  
Subwoofer Output	Y es, dual	 No
Power Requirement	  AC 220 – 240V/50Hz  	 AC 220 – 240V/50Hz  
Power Consumption (Watts) 	 800W max  	 345W max  
IR-In/Out Jacks  	Y es	Y es 
Dimensions (H x W x D)	 165mm x 440mm x 435mm  	 116mm x 440mm x 392mm  
Weight	 19.6kg  	 12.7kg   
1 20Hz – 20kHz, 8 ohms, 0.07% THD, both channels driven

Model	 HD 990	 HD 980
Description	 CD player	 CD player  
Support Data	 PCM: 16 to 24 bits, 30 to 96kHz	 PCM: 16 to 24 bits, 30 to 96kHz  
DAC Technology	 Multibit Sigma-Delta modulator	 Multibit Sigma-Delta modulator	
	 with continuous-time 
	 differential-current output DACs
DAC Interface	 24-bit/384kHz direct DSP mode	 24-bit/176.4kHz
Oversampling	 8x	 4x 
MP3 Playback	Y es	Y es
CD Text	Y es	Y es
Digital Input	 1 coaxial,1 optical	 No
Balanced XLR Outputs	Y es	 No
HRS-Link	Y es	 No
Frequency Response (±0.5dB)	 20Hz – 20kHz	 20Hz – 20kHz
Signal-to-Noise Ratio (A-Weighted)	 117dBA  	 110dBA  
Total Harmonic Distortion (A-Weighted)	 <0.0009%  	 <0.0009%  
Line-Level Output	 2.0V RMS	 2.0V RMS
Digital Coaxial Output Level	 0.5 V pp/75 ohms	 0.5 V pp/75 ohms
Dynamic Range	 >116dB	 >100dB
Channel Separation	 >115dB	 >100dB
Power Requirement	 AC 220 – 240V/50Hz	 AC 220 – 240V/50Hz
Power Consumption (Watts)	 10W 	 10W
Dimensions (H x W x D)	 63mm x 440mm x 332mm  	 63mm x 440mm x 332mm  
Weight	 3.9kg  	 3.8kg  

Model	 HK 3490	 HK 3390
Description	S tereo receiver	S tereo receiver
Power (FTC)	 120 x 2	 80 x 2
Total Harmonic Distortion	 <0.07%	 <0.07%
Impedance	 8 ohms	 8 ohms
Bandwidth	 20Hz – 20kHz	 20Hz – 20kHz
HCC (Amps)	 ±45	 ±42
Bandwidth @ 1W (+0, –3dB)	 10Hz – 110kHz	 10Hz – 110kHz
Discrete Amplifier Output Devices	Y es	Y es
Dolby® Virtual Speaker	Y es	 No
Audio Inputs	 7 (1 on front panel) 	 7 (1 on front panel) 
Video Inputs	 4 (1 on front panel)	 4 (1 on front panel)
Video Outputs	 2	 2
Digital Audio Inputs 	 Rear panel 1/1	 No 
(Coax/Optical)
DMP The Bridge Input	Y es	 No
Phono Input	Y es	Y es
Tape Monitor Loop	Y es	Y es
Tuner	 AM/FM stereo 	 AM/FM stereo 
	 with 30 presets	 with 30 presets
A/B Speaker Switching	Y es	Y es
Subwoofer Output	Y es, two	Y es, two
Subwoofer Trigger	Y es	Y es
Preamp Outputs/	Y es	Y es 
Main Amp Inputs	
Accessory Outlets	 2 Switched	 2 Switched
System Remote	Y es	Y es
Separate Remote 	Y es	Y es 
On/Off Buttons	
IR-In/Out Jacks  	Y es	Y es
Dimensions (H x W x D)	 168mm x 441mm x 381mm	 168mm x 441mm x 381mm 
Weight	 10.5kg	 9.5kg
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Model	 HKTS 11BQ	 HKTS 7BQ	 HKTS 2BQ
Description	 5.1-channel home-theater speaker system	 5.1-channel home-theater speaker system	 2.1-channel home-theater and music system
Satellites	 Four identical two-way satellites	 Four identical two-way satellites	 Two identical two-way satellites with  
	 with dual 75mm midranges and a	 with a 75mm midrange and a	 dual 75mm midranges and a  
	 19mm-dome tweeter, video-shielded	 13mm-dome tweeter, video-shielded	 19mm-dome tweeter, video-shielded
Center-Channel Speaker	 Voice-matched, dual-driver,	 Voice-matched, dual-driver, 
	 with two 75mm midranges	 with two 75mm midranges	 N/A 
	 and a 19mm-dome tweeter	 and a 19mm-dome tweeter
Subwoofer	 200-watt, bass-reflex powered	 100-watt, bass-reflex powered	 200-watt, bass-reflex powered subwoofer  
	 subwoofer with a 250mm driver	 subwoofer with a 250mm driver	 with a 250mm driver
Impedance	 8 ohms (sats & center)	 8 ohms (sats & center)	 8 ohms (sats & center)
Sensitivity (SPL @ 1 Watt/Meter)	 86dB (sats & center)	 86dB (sats & center)	 86dB (sats & center)
Frequency Response	S ystem: 25Hz – 20kHz (–6dB)	S ystem: 35Hz – 20kHz (–6dB)	S ystem: 25Hz – 20kHz (–6dB)
Line-Level Inputs	S tereo RCA jacks and dedicated LFE	S tereo RCA jacks and dedicated LFE	S tereo RCA jacks and dedicated LFE
Speaker-Level Inputs & Outputs	 Binding posts	 Binding posts	 Binding posts
Recommended Amplifier Power	 10W – 120W	 10W – 80W	 10W – 120W
Subwoofer-Level Control	Y es	Y es	Y es
Phase Switch	Y es	Y es	Y es
Music Sense Turn-On	Y es	Y es	Y es
Trigger Input Turn-On	Y es	Y es	Y es
Low-Pass Filter Switch	Y es	Y es	Y es
Cables Included	Y es	Y es	Y es
Wall-Mount Capability	 Brackets included for four satellites 	 Brackets included for four satellites 	 Brackets included for two satellites    
	 and center	 and center
Dimensions (H x W x D)	S ats: 243mm x 100mm x 92mm	S ats: 167mm x 100mm x 92mm	S ats: 243mm x 100mm x 92mm
	S ub: 479mm x 340mm x 340mm	S ub: 479mm x 340mm x 340mm	S ub: 479mm x 340mm x 340mm
	 Center: 102mm x 241mm x 92mm	 Center: 102mm x 241mm x 92mm
Weight	S ats: 1kg	S ats: 0.6kg	S ats: 1kg
	S ub: 22kg	S ub: 15kg 	S ub: 15kg
	 Center: 1kg	 Center: 1kg

Model	 HTFS 2BQ1

Description	 Floor stands
Aluminum-Extrusion Column	Y es
Wire-Management System	Y es
Height, Assembled, 	 876mm 
Not Including Floor Spikes  
and Without Speaker
Base	 229mm x 178mm Oval
Weight	 7.6kg
1Some assembly required.

Model	 HKS 4BQ
Description	S urround loudspeakers
Satellites	 Two identical two-way satellites with dual 75mm midranges  
	 and a 19mm-dome tweeter, video-shielded
Impedance	 8 ohm
Sensitivity (SPL @ 1 Watt/Meter)	 86dB
Frequency Response	 105Hz – 20kHz (–6dB)
Speaker-Level Inputs & Outputs	S pring lever (inputs only)
Recommended Amplifier Power	 10W – 120W
Cables Included	Y es
Wall-Mount Capability	 Pair of brackets included
Dimensions (H x W x D)	 243mm x 100mm x 92mm
Weight	 1kg

 SPEC IF ICAT IONS
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Model	 SoundSticks® II
Description	S elf-powered satellite speakers and subwoofer system
System	 Frequency Range	 44Hz – 20kHz
 	 Power Consumption	 4W idle, 65W maximum
 	 Input Requirement	 3.5mm stereo mini-jack
Subwoofer	 Transducer	 (1) 152mm woofer
    	 Amplifier Output Power	 20W RMS
                 	 Dimensions	 232mm x 258mm
                 	 Weight	 2.2kg
Satellite	 Transducers	 (4) 25mm full range per channel
              	 Amplifier Output Power	 10W RMS per channel
              	 Dimensions	 510mm x 2540mm
              	 Weight	 0.67kg

Model	 Harman Kardon Go + Play™ (5V USB charging*)
Description	 Portable loudspeaker dock for iPod
Available In	 Matte black, with stainless-steel details
Input Requirement	 Main connection	 iPod docking connector
 	 Auxiliary connection	 3.5mm stereo mini-jack; S-video connection;  
		US  B connection for synchronizing iPod with computer
Driver	 Two Ridge and two Atlas™ transducers
Power	 2 x 15W for tweeters; 2 x 30W for woofers
Frequency Response	 40Hz – 20kHz 
Dimensions (W x H x D)	 500mm x 230mm x 240mm
Weight	 4.6kg
Input Impedance	 >10k ohms
Signal-to-Noise Ratio	 >85dB
* Charges latest generation of iPod models

Model	 GLA-55
Description	 Desktop audio system
Driver Technology	 Atlas™ AL
System	 Power	 56 watts per satellite at 1% THD
	 Input Impedance	 >5k ohms
	 Frequency Response (-10dB)	 35Hz – 20kHz
	 Input Sensitivity	 250mV for rated power
	 Dimensions (W x H)	 140mm x 270mm

Model	 CA280	 CA470	 CA5250	 CA1500M
Description	 2-channel car amplifier	 4-channel car amplifier	 5-channel car amplifier	 Mono subwoofer car amplifier
Channels	 2 full range	 4 full range	 4 + 1 subwoofer	 1 subwoofer
Type of Amplification	 Class AB	 Class AB	 Class AB	 Class D
Output Power (RMS, 4 Ohms, <1% THD + N)	 2 x 110W	 4 x 85W	 4 x 55W + 200W	 360W
Output Power (RMS, 2 Ohms, <1% THD + N)	 2 x 160W	 4 x 135W	 4 x 80W + 320W	 600W
Signal-to-Noise Ratio (1W, 4 Ohms)	 85dBA	 85dBA	 85dBA	 85dBA
Frequency Response (–3dB)	 10Hz – 100kHz	 10Hz – 100kHz	 10Hz – 100kHz /10Hz – 320Hz	 10Hz – 320Hz
Built-In Electronic Crossover 	L P/HP/Off 	 Front/Rear LP/HP/Off	 Front/Rear LP/HP/Off	L P 
(Front/Rear: 12dB/Oct.; Sub: 24dB/Oct.)			S   ub LP	
Variable Subsonic (12dB/Oct.)	Y es	Y es (rear)	Y es, incl. EQ (sub)	Y es, incl. EQ
Phase Shift (Variable 0–180°)	 No	 No	 No	Y es
RJ45 Single-Wire Audio Input/Output	Y es	Y es	Y es (input only)	Y es
Subwoofer-Level Remote Control	 No	 No	Y es	Y es
Auxiliary Line Level Output	Y es (feed through)	Y es (sum up all ch)	 No	Y es (feed through)
Dimensions (L x W x H)	 284mm x 234mm x 62mm	 404mm x 234mm x 62mm	 534mm x 234mm x 62mm	 404mm x 234mm x 62mm

Model	 Drive + Play™ 2
Description	 Apple iPod and USB flash drive interface
Display	 Type	 3.5" LCD (full colour)
	 Resolution	 320 x 240 pixels
	L ight Sensor	Y es
	 Picture Adjustment	 Brightness
	 Display Themes	 Various colours
Controller 	 Type	 5-Button wireless (2.4GHz)
	 Rotation	 360° Scroll wheel
Hub	US B 2.0 Accessory Port	Y es
	US B Flash Drive Support	Y es
	S oftware Upgradeable	Y es
	 Detachable Lighter Plug	Y es
iPod Support	 Audio/Photo/Video Playback	Y es/No/No
	 Album-Art Display	Y es
	 Playlists/Audio Books/Podcasts	Y es/Yes/Yes
Audio Output	 3.5mm Line Level	Y es
	 Wireless FM Transmitter	Y es
	 Wired FM Transmitter	Y es
Accessory	 Bluetooth® Handsfree Kit	 Optional
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Model	 HS 350	 HS 250	 HS 200
Number of Channels	 5.1	 2.1	 2.1
Multichannel Power (W, FTC)	 35 x 5  	 65 x 2  	 65 x 2
Speaker System  	 HKTS 11	 HKTS 2	 HKTS 2
DTS® 5.1/Dolby® Digital/Dolby Pro Logic® II/Logic 7®/Dolby Virtual Speaker	 •/•/•/•/–	 –/–/–/–/•	 –/–/–/–/•
Progressive-Scan DVD Player  	 •	 •	 •
Tape-In/Out External Audio Connection  	 •	 •	 •
Digital Audio Inputs (Coax/Optical)  	 1/1  	 1/1  	 1/1  
USB Input (Side/Rear)	 1/1  	 1/1  	 1/1  
Video Outputs (HDMI™/Component Video/S-Video/Composite Video/SCART)	 •/•/•/•/•	 •/•/•/•/•	 •/•/•/•/•
DMP The Bridge Input	 •	 •	 –
EzSet/EQ™ Capability	 •	 –	 –
Two-Line Dot-Matrix Display	 •	 •	 – 
DivX® Video Playback	 •	 •	 •
Audio Formats  	 DVD-Audio, CD, CD-R/RW, MP3, WMA	 DVD-Audio, CD, CD-R/RW, MP3, WMA	 CD, CD-R/RW, MP3, WMA
Still-Image Formats  	 JPEG  	 JPEG  	 JPEG  
Disc-Recognition Memory for 100 Discs	 •	 •	 •
Upscaling to 720p or 1080i	 •	 •	 •
FM Tuner With 30 Presets	 •	 •	 •
Test Screen  	 •	 •	 •
System Remote Control  	 •	 •	 •

Model	 AVR 760	 AVR 660	 AVR 460	 AVR 360	 AVR 260	 AVR 160
Number of Channels	 7.2	 7.1	 7.1  	 7.1  	 7.1  	 7.1
Stereo Power (W, FTC)	 100 x 2	 90 x 2	 80 x 2  	 70 x 2  	 65 x 2  	 50 x 2
Multichannel Power (W, FTC)	 85 x 7	 75 x 7	 60 x 7  	 55 x 7  	 50 x 7  	 35 x 7
High-Current Capability (Amps)	 ±60	 ±50	 ±35  	 ±35  	 ±35  	 ±25
Dolby TrueHD/ Dolby Digital Plus/Dolby Digital EX/  	 •/•/•/•/•/•/• 	 •/•/•/•/•/•/•	 •/•/•/•/•/•/•  	 •/•/•/•/•/•/•  	 •/•/•/•/•/•/– 	 •/•/•/•/•/•/–  
Dolby Digital/Dolby Pro Logic® II/Dolby Virtual Speaker/Dolby Volume
DTS-HD Master Audio™/DTS-HD™/DTS® 5.1/DTS-ES® 6.1 Discrete & Matrix/	 •/•/•/•/•/• 	 •/•/•/•/•/•  	 •/•/•/•/•/•  	 •/•/•/•/•/•  	 •/•/•/•/•/• 	 •/•/•/•/•/•  
DTS 96/24™/DTS Neo:6®

Logic 7® Processing	 •	 •	 •  	 •  	 •  	 •
Blu-ray Disc™ Play Ready	 •	 •	 •  	 •  	 •  	 •
Multizone Audio Capability/Multizone Video Capability	 •/•	 •/–	 •/–  	 •/–  	 •/–  	 –/–
A-BUS/Ready™/Assignable Rear-Channel Amplifiers	 •/•	 •/•	 •/•  	 –/•  	 –/•  	 –/–
EzSet® Capability 	 EzSet/EQ™ II	 EzSet/EQ™	 EzSet/EQ™  	 EzSet/EQ™  	 EzSet/EQ™  	 EzSet/EQ™

Composite Video Inputs  	 4  	 4  	 4  	 4  	 4  	 4 
Analog Audio Inputs	 6	  6	 6	 6	 6	 6
Digital Audio Inputs Rear (Coax/Optical) 	 3/3	 3/3	 2/2	 2/2	 2/2	 2/2
Digital Audio Inputs Front (Coax/Optical) 	 1/1	 1/1	 1/1	 1/1	 1/1	 1/1
Digital Audio Outputs Rear (Coax/Optical)	 1/1  	 1/1  	 1/1  	 1/1  	 1/1  	 1/0
USB Input/Ethernet Connection	 •/•  	 •/•  	 –/–  	 –/–	 –/–	 –/–
Internet Radio	 •  	 •  	 –  	 –  	 –  	 – 
Playback from Networked Sources	 •  	 •  	 –  	 –  	 –  	 – 
DMP The Bridge II Input/Portable Player Input	 •/–  	 •/–  	 •/–  	 •/–  	 –/•  	 –/•
Digital Input Polling on All Video Inputs	 •	 •	 •	 •	 •	 •
Direct Audio Inputs/With Bass Management	 7.1/•  	 7.1/–  	 7.1/–  	 7.1/–  	 7.1/–  	 7.1/–
HDMI™ Inputs/Output 	 4/1  	 4/1  	 4/1  	 4/1  	 3/1  	 3/1
HDMI Type (Audio Processing/Video Processing/Switching)	 1.3a (•/•/•)	 1.3a (•/•/•)	 1.3 (•/•/•) 	 1.3 (•/•/•) 	 1.3 (•/•/•) 	 1.3 (–/–/•)
Preamp Output Channels	 7.2	 7.1	 7.1  	 –  	 –  	 –
Preamp Output Subwoofer	 •	 •	 •  	 •  	 •  	 •
Component Video Inputs (Assignable)	 3 @ 100MHz 	 3 @ 100MHz   	 2 @ 50MHz  	 2 @ 50MHz  	 3 @ 50MHz  	 2 @ 50MHz
Bass Management With Quadruple Crossover 	 •	 •	 •  	 •  	 •  	 •
On-Screen Display/On-Screen Display on HDMI and Component Output	 •/•	 •/•	 •/•  	 •/•  	 •/•  	 •/–
Full-Color, High-Resolution GUI	 •  	 •  	 •  	 •  	 •  	 –
Input Titling on All Inputs	 •	 •	 •  	 •  	 •  	 •
DSP Processor 	 2x TI DA 710  	 2x TI DA 710  	 Cirrus® CS 49700  	 Cirrus® CS 49700  	 Cirrus® CS 49700  	 Cirrus® CS 49700 
Faroudja DCDi Cinema™ Video Processing With Scaling to 1080p	 •	 • 	 •  	 •  	 •  	 –
Composite and S-Video to Component Cross-Conversion  	 •	 •	 •  	 •  	 –  	 – 
A/V Sync Delay per Input 	 200 mS 	 180 mS 	 180 mS  	 180 mS  	 180 mS  	 180 mS
IEC Detachable Power Cord 	 •	 •	 •  	 –  	 –  	 –
System Remote Control (Number of Devices)/Learning/Programmable/Backlit	 •, 8/•/•/•	 •, 8/•/•/•	 •, 8/•/•/•	 •, 8/•/•/•	 •, 7/–/•/–	 •, 6/–/•/–
IR In/Out Jacks 	 •	 •	 •  	 •  	 •  	 – 
IR Carrier Output 	 •	 •	 •  	 •  	 –  	 – 
Discrete Remote-On/Off Codes 	 •	 •	 •  	 •  	 •  	 •
Low-Voltage Trigger Jacks 	 2  	 1  	 –  	 –  	 –  	 –
RS-232 Control  	 •  	 •  	 –  	 –  	 –  	 – 
Metal/Color-Coded Speaker Terminals 	 •/•  	 •/•  	 –/•  	 –/•  	 –/•  	 –/•

 COMPARISONS
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Model	 HK 3490	 HK 3390
Power (W, FTC) 	 120 x 2 	 80 x 2
High-Current Capability (Amps)	 ±45 	 ±42
Dolby® Virtual Speaker 	 •  	 –  
Audio Inputs 	 7	 7
Video Inputs (Rear/Front)	 4/1  	 3/1  
Video Outputs 	 2	 2
Phono Input 	 1	 1
Digital Audio Inputs (Coax/Optical)	 1/1 	 –/–
DMP The Bridge Input	 •  	 –  
AM/FM Tuner With 30 Presets 	 •	 •
A/B Speaker Switching 	 •	 •
Dual Subwoofer Output	 •	 •
Subwoofer Trigger Outputs	 •  	 •  
Preamp Outputs/Main-Amp Inputs 	 •	 •
Switched Accessory Outlets 	 2	 2
System Remote Control	 •	 •

Model	 DVD 49	 DVD 39	 DVD 29
Video Formats 	 DVD, DVD-R/RW, DVD+R/RW, VCD, DivX®	 DVD, DVD-R/RW, DVD+R/RW, VCD, DivX® 	 DVD, DVD-R/RW, DVD+R/RW, VCD, DivX®

Audio Formats 	 DVD-Audio, CD-R/RW, MP3, WMA	 DVD-Audio, CD-R/RW, MP3, WMA	 CD-R/RW, MP3, WMA
SACD™ CD Playback	 •	 –	 –
HDMI™ Output (1.2a/1.1)	 •/–  	 •/–  	 –/•  
Upscaling to 720p/1080p	 •/•  	 •/•  	 •/–  
Still-Image Formats 	 JPEG, Kodak® Picture CD 	 JPEG, Kodak® Picture CD 	 JPEG, Kodak® Picture CD
Audio DACs 	 192kHz/24-bit 	 192kHz/24-bit 	 192kHz/24-bit
Video DACs 	 27MHz – 54MHz/10-bit 	 27MHz – 54MHz/10-bit 	 27MHz – 54MHz/10-bit 
Video Outputs 	 480i, 480p, 576i, 576p, 720p, 1080i, 1080p  	 480i, 480p, 576i, 576p, 720p, 1080i, 1080p  	 480i, 480p, 576i, 576p, 720p
Video Test Screen 	 •	 •	 •
Video Off Mode 	 •	 •	 •
Screen Saver 	 •	 •	 •
Disc-Recognition System	 •	 •	 •
Digital Audio Outputs (Coaxial/Optical/HMDI)	 •/•/•	 •/•/•	 •/•/•
USB Read Capability	 •  	 –  	 –  
CF/Memory Stick®/SD/MMC Read Capability	 •/•/•/•	 –/–/–/– 	 –/–/–/–
Backlit Remote Control	 •	 •	 •
IR-In/Out Jacks 	 •	 •	 •

Model	 AVR 355	 AVR 255	 AVR 155
Number of Channels	 7.1	 7.1	 5.1
Stereo Power (W, FTC)	 70 x 2	 65 x 2	 50 x 2
Multichannel Power (W, FTC)	 65 x 7	 50 x 7	 40 x 5
High-Current Capability (Amps)	 ±35	 ±35	 ±25
Dolby TrueHD/ Dolby Digital Plus/Dolby Digital EX/  	 •/•/•/•/•/•/–	 •/•/•/•/•/•/–	 –/–/–/•/•/•/–  
Dolby Digital/Dolby Pro Logic® II/Dolby Virtual Speaker/Dolby Volume
DTS-HD Master Audio™/DTS-HD™/DTS® 5.1/DTS-ES® 6.1 Discrete & Matrix/	 •/•/•/•/•/• 	 •/•/•/•/•/• 	 –/–/•/–/•/• 
DTS 96/24™/DTS Neo:6®

Logic 7® Processing	 •	 •	 •
Blu-ray Disc™ Play Ready	 –  	 –  	 •
Multizone Audio Capability/Multizone Video Capability	 •/–	 •/–	 –/–
A-BUS/Ready™/Assignable Rear-Channel Amplifiers	 •/•	 –/•	 –/–
EzSet® Capability 	 EzSet/EQ™	 EzSet/EQ™	 EzSet/EQ™

S-Video/Composite Video Inputs  	 4  	 4  	 4  
Analog Audio Inputs	 4	 4	 4
Digital Audio Inputs Rear (Coax/Optical) 	 2/2	 2/2	 2/2
Digital Audio Inputs Front (Coax/Optical) 	 1/1	 1/1	 1/1
Digital Audio Outputs Rear (Coax/Optical)	 1/1	 1/1	 1/0
USB Input/Ethernet Connection	 –/–	 –/–	 –/–
Internet Radio	 –  	 –  	 –  
Playback from Networked Sources	 –  	 –  	 –  
DMP The Bridge II Input/Portable Player Input	 •/–  	 –/•  	 –/•  
Digital Input Polling on All Video Inputs	 •	 •	 •
Direct Audio Inputs/With Bass Management	 7.1/–	 7.1/–	 5.1/–
HDMI™ Inputs/Output 	 3/1  	 3/1  	 3/1  
HDMI Type (Audio Processing/Video Processing/Switching)	 1.3a (•/•/•)	 1.3a (•/•/•)	 1.3a (–/–/•)
Preamp Output Channels	 7.1	 7.1	 –
Preamp Output Subwoofer	 •	 •	 •
Component Video Inputs (Assignable)	 3 @ 100MHz  	 2 @ 100MHz 	 2 @ 100MHz
Bass Management With Quadruple Crossover 	 •	 •	 Triple
On-Screen Display/On-Screen Display on HDMI and Component Output	 •/•	 •/•	 •/–
Full-Color, High-Resolution GUI	 •  	 •  	 –  
Input Titling on All Inputs	 •	 •	 •
DSP Processor 	 Cirrus® CS 49700  	 Cirrus® CS 49700  	 Cirrus® CS 49510
Faroudja DCDi Cinema™ Video Processing With Scaling to 1080p	 •	 •	 –
Composite and S-Video to Component Cross-Conversion  	 •	 –	 –
A/V Sync Delay per Input 	 180 mS 	 180 mS 	 80 mS
IEC Detachable Power Cord 	 •	 –	 –
System Remote Control (Number of Devices)/Learning/Programmable/Backlit	 •, 8/•/•/•	 •, 7/–/•/–  	 •, 6/–/•/–
IR In/Out Jacks 	 •	 •	 –
IR Carrier Output 	 •	 –	 –
Discrete Remote-On/Off Codes 	 •	 •	 •
Low-Voltage Trigger Jacks 	 –	 –	 –
RS-232 Control  	 –  	 –  	 –  
Metal/Color-Coded Speaker Terminals 	 –/•	 –/•	 –/•
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Model	 HKTS 11BQ	 HKTS 7BQ	 HKTS 2BQ
Identical Two-Way Satellites 	 Four	 Four	 Two
75mm Midrange Drivers (Dual/Single) 	 •/–	 –/•	 •/–
Dome Tweeter (19mm/13mm) 	 •/–	 –/•	 •/–
Center Channel Speaker 	 One	 One	 No
75mm Midrange Drivers (Dual/Single) 	 •/–	 •/–	 N/A
Dome Tweeter (19mm/13mm) 	 •/–	 •/–	 N/A
Bass-Reflex Subwoofer (FTC)	 250mm, 200W	 250mm, 100W	 250mm, 200W
System Frequency Response 	 25Hz – 20kHz (–6dB) 	 35Hz – 20kHz (–6dB) 	 25Hz – 20kHz (–6dB)
Line-Level Inputs (Stereo RCA/LFE)	 •/•	 •/•	 •/•
Recommended Amplifier Power 	 10W – 120W 	 10W – 80W 	 10W – 120W
Subwoofer-Level Control 	 •	 •	 •
Phase Switch 	 •	 •	 •
Music Sense Turn-On 	 •	 •	 •
Trigger Input Turn-On	 •	 •	 •
Low-Pass Filter Switch	 •	 •	 •
Cables Included	 •	 •	 •
Brackets for Wall-Mounting Included	 •	 •	 •

Model	 HD 990	 HD 980
Support Data 	 PCM: 16 to 24 bits, 30 to 96kHz	 PCM: 16 to 24 bits, 30 to 96kHz
DAC Interface With Direct DSP Mode	 24-Bit/384kHz	 24-Bit/176.4kHz
Oversampling 	 8x	 4x
MP3 Playback 	 •	 •
CD Text 	 •	 •
Digital Input (Coaxial/Optical)	 1/1  	 –/–  
Balanced XLR Outputs	 •  	 –  
HRS-Link	 •  	 –  
Signal-to-Noise Ratio (A-Weighted) 	 117dBA	 110dBA  
Total Harmonic Distortion (A-Weighted) 	 <0.0009%	 <0.0009%  
Dynamic Range 	 >116dB	 >100dB  
Channel Separation 	 >115dB	 >100dB
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© 2009 Harman International Industries, Incorporated. All rights reserved.

Harman Kardon, CMMD, EzSet, EzSet+, Festival, Logic 7, MMD and SoundSticks are trademarks of Harman International Industries, Incorporated, registered in the United States and/or other countries. 

Atlas, Designed to Entertain, EzSet/EQ, The Bridge, Drive + Play, and Harman Kardon Go + Play are trademarks of Harman International Industries, Incorporated. 

A-BUS is a registered trademark of LeisureTech Electronics Pty Ltd. A-BUS/Ready is a trademark of LeisureTech Electronics Pty Ltd.

Apple, iPod, iTunes and Mac OS are trademarks of Apple Inc., registered in the U.S. and other countries. Shuffle is a trademark of Apple Inc. iPhone is a trademark of Apple Inc. “Made for iPod” means that an electronic 
accessory has been designed to connect specifically to iPod and has been certified by the developer to meet Apple performance standards. “Works with iPhone” means that an electronic accessory has been designed to 
connect specifically to iPhone and has been certified by the developer to meet Apple performance standards. Apple is not responsible for the operation of this device or its compliance with safety and regulatory standards.

Blu-ray Disc is a trademark of the Blu-ray Disc Association.

Cirrus is a registered trademark of Cirrus Logic, Inc.

CompactFlash is a registered trademark of the CompactFlash Association.

Faroudja DCDi Cinema is a trademark of Genesis Microchip Inc.

DivX is a registered trademark of DivX Inc.

Dolby and Pro Logic are registered trademarks of Dolby Laboratories.

DTS, DTS-ES and DTS Neo:6 are registered trademarks of DTS, Inc. DTS 96/24, DTS-HD and DTS-HD Master Audio are trademarks of DTS, Inc.

Gracenote is a registered trademark of Gracenote, Inc.

HDMI is a trademark of HDMI Licensing LLC.

Kodak is a registered trademark of Eastman Kodak Company.

Memory Stick is a registered trademark of Sony Corporation. SACD is a trademark of Sony Corporation.

Microsoft, Windows and Windows Media are registered trademarks of Microsoft Corporation in the United States and other countries. Windows Media Audio is a proprietary file format developed by Microsoft.

The Bluetooth word mark is a registered trademark owned by the Bluetooth SIG, Inc., and any use of such mark by Harman International Industries, Incorporated, is under license.

Variable Q (U.S. patent no. 6,580,803) is a patent owned by Meiloon Industrial Co., Ltd.

Photos: Rolf Benz (Bernd Opitz). www.rolf-benz.com

Features, specifications and appearance are subject to change without notice. 
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For more information about Harman Kardon 
home solutions, please contact:

For more information about Harman Kardon
car solutions, please contact:                

For more information about Harman Kardon
multimedia solutions, please contact:

Your local dealer:

THANK YOU

Harman International, Consumer Division
8500 Balboa Blvd.

Northridge, CA 91329, USA

www.harmankardon.com
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